
The key to monetising 
your battery fleet
The Powow Energy Gateway and high-speed meter turns battery fleets into 
revenue drivers. It connects customers to the Powow VPP, allowing passive 
income during VPP events. This key piece of technology maximises benefits 
for both businesses and customers.

The Powow 

Energy Gateway

Integrated VPP gateway and high-

speed meter in one compact 

package.

Easy plug and play design that 

integrates seamlessly into the meter 

box.

Access all 6 FCAS markets to 

monetise your battery fleet and 

maximise profits.

Connect customers to Powow VPP for 

passive income during events.

Compatible with various inverters, with 

more to be added soon.
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Scan here to enquire

Powow Energy Gateway Specifications

Optional CT Split -Core CT: 100A (Up to 6 CTs)

Number of phases 1 - 3

Grid voltage 200 ~ 265V, 0.01V resolution

Grid frequencies 45 ~ 60 Hz, 0.0001 Hz resolution

Measurement interval Up to 50ms

Upstream communication Ethernet, WiFi , 4G

Downstream communication WiFi, Ethernet, RS485

Working temperature -20 ~ 80 °C

Working humidity 0~95% RH

IP Rating 2P52 (front panel) IP20 (whole body)

Installation DIN Rail

Size 95 * 75 * 64 mm

Working height ＜3000m

Power consumption 3 W

Working temperature -20℃～+60℃

Transport and storage temperature -25℃～+70℃

Relative humidity 5%~85% (No condensation)

Atmospheric pressure 70 kPa～106 kPa


